SUSPA — for Safety and Comfort

Liftline CT — Cover Tube

Gas spring with protective tube

Operating Mode

The protective tube is attached to the piston rod of the gas spring and is used
to protect the surface of the piston rod from damage and dirt. The protective
tube considerably extends the service life of the gas spring.

Added value for the customer

* The service life of the gas spring is significantly increased under demanding
environmental conditions (e.g. dust or dirt), as the piston rod surface is better
protected against external influences.
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Agricultural Machinery Camper Machinery Covers

Catering Vehicles

With more than 1,900 employees round the world, SUSPA produces gas struts, hydraulic dampers,
adjustment systems and crash and safety systems for various branches from the furniture industry
to the automotive industry.
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Specification fur Liftline CT
Type 16-2 (standard program)

@tube 18.5mm, @ piston rod 8 mm, max. stroke 250 mm, extension force 80-750N
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Select length, stroke and extension force

Length L (mm) +2 | Stroke (mm)
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Technical data
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Standard fitting:

Ball socket steel galvanized
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Further fittings on request

Extension force F,

e,

128 38 16-2- 78 - 50 - AM6 - BM6 - 80N < F; < 600N
168 48 162 - 109 - 59 - AM6 - BM6 -

206 70 162 - 121 -8 - AM6 - BM6 -

218 75 162 - 128 - 90 - AM6 - BM6 -

248 95 162 - 138 - 110 - AM6 - BM6 -

268 95 16-2 - 158 - 110 - AM6 - BM6 - Select the desired
288 110 162 - 163 - 125 - AM6 - BM6 - extension force Fy:
328 135 16-2 - 178 - 150 - AM6 - BM6 - 8ON < F, < 750N
367 150 16-2 - 203 - 164 - AM6 - BM6 - —
408 170 16-2 - 223 - 185 - AM6 - BM6 - for your individual layout.
453 185 16-2 - 253 - 200 - AM6 - BM6 -

4475 195 16-2 - 240 - 207.5 - AM6 - BM6 -

489 210 16-2 - 264 - 225 - AM6 - BM6 -

547.5 240 16-2 - 294 - 2535 - AM6 - BM6 -

Gas spring Liftline Type 16-4 (standard program)

@tube 22 mm, @ piston rod 10 mm, max. stroke 495mm, extension force 100-1,200N
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Select length, stroke and extension force

Length L (mm) £2 | Stroke (mm)
248 88
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Technical data
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16-4 - 148 - 100 - AM8 - BM8 -
288 110 16-4 - 163 - 125 - AM8 - BM8 -
348 138 16-4 - 198 - 150 - AM8 - BM8 -
367 150 16-4 - 198 - 170 - AM8 - BM8 -
406 158 16-4 - 236 - 170 - AM8 - BM8 -
448 188 16-4 - 248 - 200 - AM8 - BM8 -
548 238 16-4 - 298 - 250 - AM8 - BM8 -
648 285 16-4 - 348 - 300 - AM8 - BM8 -
748 335 16-4 - 398 - 350 - AM8 - BM8 -
768 335 16-4 - 418 - 350 - AM8 - BM8 -
848 385 16-4 - 448 - 400 - AM8 - BM8 -
948 435 16-4 - 498 - 450 - AM8 - BM8 -
1,048 485 16-4 - 548 - 500 - AM8 - BM8 -

Standard fitting:

Ball socket steel galvanized

19
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Further fittings on request

Extension force F,

Select the desired
extension force Fy:

100N < F; < 1,200N

Please contact us
for your individual layout.
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