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• Damping force adjustment (soft/hard) and locking function in one product
• Low system costs for the seat manufacturer, as no mechanical locking system is required
• The damper can be locked at any seat height

(current solutions only allow this in the highest or lowest seat position)
• Simple assembly, as it is compatible with the seat connection of the adjustable damper
• Existing adjustment system on the seat can be used for the locking function

In the “soft” setting, all bypasses are open, resulting in soft damping 
and a comfortable ride. As the adjustment increases towards “hard”, 
the bypasses are gradually closed and the damping becomes firmer. 
In the “hard” setting (15°), the bypasses are only slightly open.  
In the “locked” setting (22.5°), all bypasses are completely closed, 
locking the shock.

These settings allow drivers to adapt the seat damper to their 
preferences and the respective riding situation.

www.suspa.com
With more than 1,900 employees round the world, SUSPA produces gas struts, hydraulic dampers, 
adjustment systems and crash and safety systems for various branches from the furniture industry 
to the automotive industry.

Operating mode

Added value for the customer

Applications

SUSPA – for Safety and Comfort

Softline HD38V1L
Adjustable and lockable damper 
for driver seats 

• The driver can adjust the damper (soft/hard)
• The driver can lock the damper
• Locking is possible at any seat height
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